Product Performance

A. Identification code of the product type: 166839-011-00-18
Profile set, 12100mm, MOD 6839, alu; 166839-
011-00-18 , height: 2x 1100 mm, with pre-drilled
holes, brushed

B. Batch / LOT No.: See sticker on the package

C. Purpose: Component of a railing system - Q-railing

D. Authorized representative: A.

E. Manufacturer: Q-railing Europe GmbH & Co.KG
Marie-Curie-Straf3e 8 — 14
D-46446 Emmerich am Rhein

F. System of assessment and verification of constancy of performance NPD

G. Norm: DIN EN ISO 9001:15

H. Notified body: TOV Rheinland Industrie Service GmbH

Am Grauen Stein, D-51105 KéIn /
Cologne, Germany

. Features applicable for items used for the purpose mentioned in C:

Main features: Performance:

Reaction to fire class Al EN13501-1
Fracture toughness / brittle strength (steel NPD NPD
components only)

Fatigue strength NPD NPD
Dangerous substances NPD NPD
Weldability AW 6061 T6/ 6063 T6 EN 755-2
Tolerances on dimensions and shape NPD NPD

J. The performance of the product in accordance with points A and B correspond to the declared performance in point I.

As this product does not fall under a harmonized norm,

CE-marking is not applicable.



